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MANIFOLD CHAMBER - COMPACT 
UP TO 12 LOOPS

THE GAME CHANGER
The MuoviTech Manifold Chamber System has a lot of benefits compared to a traditional reverse 
return design. You will save costs and time. You use less excavation, back fill, pipes, fittings, joints and 
land area. Each borehole is controlled separately.
See figures and details at www.muovitech.com/gamechanger

The Compact chamber is made of polyethylene and designed with a compact footprint that makes 
installation easier. Overall height is only 22.4 in. Up to 12 loops can be connected to each chamber 
and, if needed, multiple chambers can be connected in series.

A light duty composite lid with an adjustable telescopic riser is standard. A vehicle proof cast iron lid 
up to 88,000 lb (40 t) is available as an option.

In the standard version, the Compact chamber is equipped with our balancing valve made of fiber 
reinforced plastic, but it can be equipped with most models of valves in our range. Each chamber 
undergoes several tests to ensure no leaks.

All components in the chamber are pressure tested at 145 psi for 10 minutes to ensure the system is 
tight. The pressure test includes main pipes, connections, and valves.

Artno Product
1080C-2 Manifold Chamber Compact 2 Collectors
1080C-3 Manifold Chamber Compact 3 Collectors
1080C-4 Manifold Chamber Compact 4 Collectors
1080C-5 Manifold Chamber Compact 5 Collectors
1080C-6 Manifold Chamber Compact 6 Collectors
1080C-7 Manifold Chamber Compact 7 Collectors
1080C-8 Manifold Chamber Compact 8 Collectors
1080C-9 Manifold Chamber Compact 9 Collectors
1080C-10 Manifold Chamber Compact 10 Collectors
1080C-11 Manifold Chamber Compact 11 Collectors
1080C-12 Manifold Chamber Compact 12 Collectors

Powered by MuoviTech Manifold Chamber Dept.
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MANIFOLD CHAMBER - COMPACT 
TECHNICAL INFORMATION (IMPERIAL)
Dimensions excl. extension ring:  33.5 x 33.5 x 22.4 in
Material:  Polyethylene with UV protection
Color:  White
Headers:  Ø 3 or 4 in
Connections:  Ø 1¼ - 1½ in
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Top view (schematic)

ACCESSORIES
TacoSetter Hyline DN32 *
Ball Valve DN32 * 
Air Vent Mefco DN25 *
Composite cap Light duty *
Vehicle proof cover HS-20

* Included as standard.
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