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INFLEX THERMAL
PRE-INSULATED PE PIPES 

CARRIER PIPE
Made of PE 4710

INSULATION
EPE foam is a superior insulating, highly flexible, and long-term age-resistant material. Thermal 
conductivity of the insulation: λ = 0.023 W/ft °F at 104 °F. The closed-cell structure protects against 
moisture penetration and has an extremely low water absorption of <1% (water-vapor di�usion 
resistance μ > 3,500). The insulation is elastic and resumes its original shape after being subjected to 
mechanical stress. Produced without (H)CFC.

BETTER PROTECTION
The corrugated outer pipe protects the inner parts from mechanical damage. It is made of HDPE.
Mechanical strength: 112 lbf (EN 61386-24). Impact resistance: 4.4 lb/4 in.

Product Class Lengths A B C D*
1¼" / 2½" 200 psi DR11 19.7 ft, 164.0 ft, 328 ft 1¼" 2½" ¼" 11.0
1½" / 3" 200 psi DR11 19.7 ft, 164.0 ft 1½" 3" ¼" 12.4
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JOINT SEALING
AREAS OF USE
The rubber seal is used together with pre-insulated pipes, to 
prevent water from entering between the protective pipe and the 
carrier pipe.

PRODUCT INFORMATION
Diameter:  Fits MuoviTech pre-insulated pipes
Material:  Rubber seal, Stainless steel hose clamps.
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* Average heat loss in Btu/h·ft at 
T medium 68°F
T ambient 41°F
ΔT 27°F


